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Abstract—An effective surface impedance approach is intro-
duced for determining surface fields on an electrically large 
dielectric-coated metallic circular cylinder. Differences in analysis 
of rigorously-treated coated metallic cylinders and cylinders with 
an impedance boundary condition (IBC) are discussed. While for 
the impedance cylinder case a single constant surface impedance 
is considered, for the coated metallic cylinder case two surface 
impedances are derived. These are associated with the TM and 
TE creeping wave modes excited on a cylinder and depend on 
observation and source positions and orientations. With this in 
mind, a uniform theory of diffraction (UTD) based method with 
IBC is derived for the surface fields by taking into account 
the surface impedance variation. The asymptotic expansion is 
performed, via the Watson transformation, over the appropriate 
series representation of the Green's functions, thus avoiding 
higher-order derivatives of Fock-type integrals, and yielding a 
fast and an accurate solution. Numerical examples reveal a 
very good accuracy for large cylinders when the separation 
between the observation and the source point is large. Thus, this 
solution could be efficiently applied in mutual coupling analysis, 
along with the method of moments (MoM), of large conformal 
microstrip array antennas. 
Index Terms—Conformal antennas, electromagnetic coupling, 
Green function, uniform theory of diffraction, surface impedance. 
I. INTRODUCTION 
CURRENT communication and radar systems have de-manding requirements which lead to the development 
of new antenna structures. Conformal arrays may be an 
alternative to planar antennas because they can be integrated 
into curved surfaces offering large observation angles, low 
aerodynamic pay load and aesthetic advantages. This makes 
conformal array antennas very attractive for satellite, aircraft, 
ship, land vehicle or cellular phone base station applications. 
As radiating elements printed antennas are often selected 
because of their low fabrication cost, light weight, ease of 
conformity on curved surfaces, and direct integrability with 
active devices. 
Conformal array antennas can be divided in two categories 
[1]: those mounted on surfaces with electrically small or 
medium curvature radius, and those mounted on electrically 
large surfaces. Modal solutions in spectral domain are exten-
sively used for analyzing canonical convex shapes such as 
circular or elliptic cylinders [2], [3], spheres [4] or cones 
[5], but as the surface radius increases a large number of 
terms are necessary, resulting in computationally intractable 
solutions. For electrically large structures the uniform theory 
of diffraction (UTD) [6], [7] can solve this type of problem. 
There are available solutions for canonical perfect electric 
conductor (PEC) surfaces, in some cases covered with a 
dielectric coating, and also for arbitrarily shaped surfaces. On 
the other hand, UTD does not support multilayer substrates 
and requires at least a moderate separation between source 
and observation points. An asymptotic solution for the surface 
fields on a dielectric-coated PEC circular cylinder has been 
developed in [8], [9], where Green's functions counterpart is 
evaluated via Watson transformation [10] in which Olver's and 
Debye's Hankel asymptotic approximations are implemented 
(instead of Watson's representation [11]). Recently, a new 
UTD based solution with an impedance boundary condition 
(IBC) has been introduced for evaluation of surface fields 
on circular cylinders [12], [13] and spheres [14], where a 
single constant surface impedance is considered. In these latter 
works, the asymptotic expansion is performed by considering 
the vector potentials and then by calculating higher-order 
derivatives of Fock-type integrals in order to obtain the fields. 
In this paper, a UTD method with an effective IBC is 
proposed for efficient computation of surface fields on a thin 
coated metallic circular cylinder. The surface fields are char-
acterized through accurate IBC in such a way that the surface 
impedance depends on the wave numbers, the substrate prop-
erties and the surface ray inclination. Two surface impedances 
are used in the formulation, associated with the TM and TE 
creeping wave modes excited on a cylinder. For this purpose 
a modified IBC is needed to accurately reproduce the coated 
case, which yields surface impedance correction terms that 
do not appear in classical IBC. Green's functions are then 
evaluated asymptotically avoiding higher-order derivatives of 
Fock-type of integrals, which can be computationally very 
demanding when surface impedance varies with the integration 
parameter. These Green's functions form the kernel of an 
electric field integral equation (EFIE) which, in combination 
with the method of moments (MoM), can be used to determine 
the mutual coupling between printed elements (e.g. patches). 
Only non-paraxial region has been considered, however the 
analysis method could be enhanced by implementing one of 
the asymptotic solutions valid within the paraxial region and 
available in the literature [15], [16]. Moreover, further study 
of analytic methods for the canonical problem of microstrip 
antennas on coated circular-cylindrical or spherical structures 
may lead toward the development of an efficient designing 
tool for patch arrays printed over large arbitrary convex coated 
surfaces [7]. 
The paper is organized as follows. In section II an effective 
IBC is derived and a comparison between impedance cylinder 
and rigorously-treated coated metallic cylinder problem is 
performed. Section III describes the UTD with IBC Green's 
functions, including the dependency of the surface impedance 
on the spectral variables and the geometrical parameters. 
Numerical examples of mutual impedance between two printed 
elements, together with the limitations of the proposed effec-
tive IBC, are discussed in section IV. Conclusions are drawn 
and presented in the fifth section. An ejuJt time dependence is 
assumed and suppressed throughout this paper. 
Fig. 1. Geometry of a surface field ray on an infinitely long dielectric-coated 
PEC circular cylinder. 
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where Y™ and Zes are defined as the TM and TE surface 
admittance and impedance, respectively. These effective IBC 
in (3) are useful to calculate the scattered field over any 
structure, provided that the surface admittance/impedance is 
characterized [19]. However, to determine the surface fields, 
the modal analysis of coated metallic cylinder shows that the 
rigorous IBC in the spectral domain are given by 
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with n and kz the azimuthal and axial wave numbers, re-
spectively. Here k0 = w /^/xo£o and k\ = k0^Jprer are the 
wave numbers in free space and within the dielectric, and 
k2p0 = k2 — k\ and k2pl = k\—k\ are the radial wave numbers 
in free space and inside the dielectric medium, respectively. 
These rigorous IBC for circular cylinders are derived from 
the relation between </>— and z—components of magnetic and 
electric fields in the substrate, given by 
II. SURFACE IMPEDANCE CHARACTERIZATION 
The geometry of the problem is shown in Fig. 1, where 
an electric current source excites electromagnetic fields over 
the surface of an infinitely long PEC circular cylinder of 
radius a covered by a dielectric layer of thickness d. The 
mutual coupling analysis requires evaluation of the surface 
fields, where the boundary condition on the coated metallic 
surface can be approximated by an IBC if the surface fields are 
properly characterized. In other words, accurate IBC depends 
on frequency, substrate parameters and on the geodesic ray 
angle a from the source point P' to the observation point P. 
Since Green's functions are derived in spectral domain, the 
following Fourier transform pair is defined: 
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the characteristic impedance of the Yl V e0er 
dielectric substrate. The boundary conditions in (3) are the 
planar approximation of (4), when p —> oo. 
The surface admittance and impedance (Y^/Zf) are nor-
malized by Z0 = ^r = J f^ , characteristic impedance in free 
space, by defining 
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where /(</>, z) is any function in spatial domain and F(n, kz) 
in spectral domain. 
In the surface impedance approach in the spatial domain the 
tangential surface fields satisfy the following IBC, as given by 
Leontovich [17], [18] 
px E = Zspx (px H)\ b (2) 
where Zs is the surface impedance of the structure and p is 
the surface normal. This boundary condition can be written in 
matrix format as 
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This notation is going to be assumed in order to match the 
impedance cylinder problem with the dielectric-coated one, 
and will be justified later on. If a single constant surface 
impedance Zs is considered then the boundary conditions in 
(3) are applied and 
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When As —> 0 the non-coated PEC case is recovered. 
By enforcing the rigorous IBC in (4), the vector potentials 
for outgoing waves can be expressed in terms of Hankel 
functions of second kind. Thus, for p > b 
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where J(n, kz) = J<p4> + Jzz is the tangential current distri-
bution over the cylinder surface in spectral domain. 
The factor mt is defined as mt fcpofA
1/3 
. Moreover, 
expression Dn in the denominator is given by 
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with Hn (z) and Hn' {z) the Hankel function of second 
kind and its first derivative with respect to its argument, 
respectively. It is noted that the factor mt could be removed 
from previous equations, but it is included for subsequent 
convenience in the asymptotic expansion. 
The Green's function Guv> in spectral domain, representing 
a «-directed surface electric field due to a «'-directed electric 
source point, is expressed as 
Gzz>(n,kz) = jZ0 
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and are written in this format in order to be valid for either 
non-corrected (3) or rigorous (4) IBC. The differences in both 
problems come from the q factors. If an impedance circular 
cylinder is considered with a constant surface impedance, then 
kpo . r¡ qm = -jmt—As 
ko 
a — a^ — a^ — ye  qe  qe — 
(12a) 
(12b) 
i. i.
 h •
 ( 1 2 c ) 
Note that the Green's functions in (11) through (12) are dual 
of the ones appearing in [12]. 
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If the dielectric-coated PEC circular cylinder is rigorously 
treated, the Green's functions are the same than in (11) but 
with 
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Jn(z) and Yn(z) are Bessel functions of first and second kind, 
respectively, and J'n(z) m& ^L(z) denote their first derivative 
with respect to the argument. 
Here qm and qe represent the surface impedance dependency 
for the TM and TE creeping waves excited on a cylinder, 
respectively, coupled through the qc term. Differences in 
expressions of the surface field for the impedance and the 
metallic-coated circular cylinder are in qm¡e and qc param-
eters, except for a correction in the TE surface impedance, 
which depends also on the field and source orientation and is 
expressed through the factors q7^ and qf^. Such effect does 
not appear in the scattering problem. 
In the limit case, when the surface ray inclination a (angle 
between the geodesic ray and the azimuthal direction) is zero, 
i.e. when kz = 0, there is no torsion in surface fields and 
the coupling factor is lima^0o qc(n,kz) = 0. Thus, Green's 
functions in (11) yield 
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Consequently, when a = 0°, the zz' and </></>' field components 
only depend on the TM and TE surface impedance (with 
no need of correction), respectively, while the z<f>' and 4>z' 
components vanish. However, when a =é 0° both set of modes 
are coupled through the qc factor, which is stronger as the 
angle a increases. 
Therefore, if we would like to derive the surface field on 
a coated PEC circular cylinder with an equivalent IBC, the 
effective surface impedance must change with the substrate 
permittivity and permeability, with the ray angle a and depend 
on spectral variables n and kz. It is obvious that by making 
a comparison between the coated and the impedance cylinder 
problems, the normalized surface admittance and impedance 
can be written as 
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These expressions can also be derived if the surface admit-
tance and impedance are calculated as the ratio of electric 
and magnetic field within the dielectric slab, by assuming 
no coupling between TM and TE modes, and applying the 
boundary conditions over the conducting cylinder. 
For the z4>'/(pz' and </></>' field and source components, the 
corrected TE surface impedance is 
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where the azimuthal wave number n has been replaced by 
v. This Debye's approach is shown to be accurate and ef-
ficient for all complex v and kz values for a thin dielectric 
layer. Although, strictly speaking, the Debye's asymptotic 
approximations used here are only valid for \v\ > \kpla\ 
and \v\ > \kp\b\, they work very well for b close to a, even 
outside these limits, since expressions (15) are ratios of Bessel 
functions. Moreover, it is easily recognized that formulas in 
(17) can be split in two parts, as the surface impedance of 
a planar dielectric slab plus a curvature correction for the 
cylindrical problem. 
Further approximations can be made to expressions in (17), 
if the first term is retained (planar approximation) and a small 
argument approximation is applied to the tangent function, 
which is true when the cylinder radius is very large and the 
dielectric thickness is very small, respectively, 
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This corrected TE surface impedance is essential for accu-
rate modelling a dielectric coating through IBC. It does not 
influence the surface fields for a = 0°, but its effect increases 
as a does. Therefore, its presence is a consequence of the 
surface ray torsion along the geodesic paths on cylindrical 
bodies [7]. 
In addition, the qc factor in equation (13e) can be written as 
the constant surface impedance coupling factor in (12c) multi-
plied by an extra term that describes the dielectric properties. 
The surface impedance expressions in (15) and (16) are not 
suitable to be used in the UTD formulation, when Bessel and 
Hankel functions are of complex order. Thus, to simplify (15), 
two-term Debye's asymptotic formulas [20] are implemented 
and, as proposed in [21], a Taylor Series expansion in the 
1/6 variable around 1/6 = 0 is performed retaining the first 
two terms. Thus, the final form of the normalized surface 
admittance/impedance is given by 
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In this case, A™ becomes a constant for a given geometry, 
highlighting the low sensitivity to TM surface admittance 
variations. 
In the problem at hand, the observation point lays in the 
shadow part of transition region with respect to the source. 
The scattered field on a coated PEC circular cylinder in the 
deep shadow region could be calculated through the Cauchy 
residue series on the ¡/-complex plane [19]. Although, in the 
transition region many poles would be necessary to consider to 
make the series convergent, the main field contribution comes 
from the first creeping wave mode v\, which is the first root 
of the transcendental equation in (9), i.e. DUl = 0. Therefore, 
for a given geometry, a constant surface impedance can be 
obtained by substituting v\ in (17) (or in (18)) and in (16). In 
the UTD formulation, the axial wave number kz only depend 
on the surface ray inclination a. Thus, with a constant TM 
and TE surface impedance, the solution presented in [12], 
[13] could be effectively applied when a dielectric coating is 
present, but introducing the corrected TE surface impedance 
in (16). The nature of the poles on the complex ¡/-plane and 
the root searching are discussed in next section. 
Since, in the transition region, it can be assumed v ~ 
O(kp0b), the function (10) can be mapped by applying Wat-
son's approximation for Hankel functions [11], as Rn ~ 
-Rw/mu with Rw = W^{T)/W2{T). Here, W2(T) and 
W^T) are a Fock-type Airy function and its first deriva-
tive, respectively, obtained through Fock substitution [22]: 
v = kp0b+mtT. Thus, the corrected TE surface impedances 
in (16) can be expressed asymptotically as 
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only the first surface ray is enough for sufficiently large radii 
cylinders. 
The geometrical parameters of the structure are defined in 
Fig. 1, where s is the length of the geodesic ray from the 
source to the observation point, and a is the angle between 
this ray and the circumferential direction. The functions Pm¡e 
and P^'^ are the TM/TE and coupled Fock-type integrals, 
defined as 
mt (k\ -kl)2 I w k0k3p0 R  + Í
m í , „_ ; „  K(^kz) I 
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with Aes containing the asymptotic surface impedance expres-
sion in (17b) or in (18b). 
III. UTD B A S E D A S Y M P T O T I C F O R M U L A T I O N 
An elementary electric current source Pe = Pl,4>' + Pz,z' 
is considered at P' = (6, </>', z') placed on a dielectric-coated 
or on an impedance circular cylinder. The surface electric field 
at P = (6, </>, z) in spatial domain can be expressed as 
(24a) 
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with 4>d = 4>-4>' and zd = z — z'. The dyadic Green's function 
Gt contains the tangential electric field components in spectral 
domain due to a unitary electric source Pe. 
The electric field in (20) is expanded asymptotically by 
applying Watson transformation [10]. Then, the Green's func-
tions in spatial domain for the l-th surface ray over the cylinder 
are written as 
DW(T) = (Rw ~ qe(r)) (Rw ~ qm(r)) + q2c(r) (25) 
The functions qm,e, qe and qc are given by 
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where sign ± indicates a clockwise or a counterclockwise 
geodesic ray 4>f = ±(</>,¡ —7r) + (2Z + l)7r. After Fock substitu-
tion [22], a polar change of variable is applied (kp0 = k0 cos a 
and kz = A;0sina), and the kz -integration is performed 
through the steepest descent path method. Thus, the UTD with 
IBC Green's functions in the spatial domain for the l-th surface 
ray at p = b are given by 
G'fz, (<f>,z)~ G0Pm (£, r ) cos 2 a (22a) 
G'Mt, z) = Gfz,(4>, z) ~ ±G0P!HL ^ ) T - ¿ — (22b) 
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The function G0 is the Green's function in free space 
Go = - ^ - • (23) 
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The total dyadic Green's function for surface electric field is a 
summation of the all ray field contributions, although typically, 
where superscript «6c refers to the impedance cylinder case 
with the non-corrected IBC in (3), and with the single constant 
surface impedance as in (7); and coated to the dielectric 
coating case with the rigorous IBC in (4), and with the TM/TE 
surface admittance/impedance as in (17) or in (18), corrected 
by (19), which could be constant if the first creeping wave 
pole of the cylinder is found. 
The pole location can be determined by finding the roots of 
the transcendental equation in (25). Poles associated to highly 
attenuated creeping waves along the cylinder (or Watson 
modes) are located in the fourth quadrant of the complex 
T-plane and appear in the vicinity of the Stokes line [23]. 
When the cylinder radius is large and/or the coating layer is 
thick, some of these poles may move toward the real axis, 
matching the surface waves (or Elliot modes) of an equivalent 
grounded planar dielectric slab. Typically, creeping waves are 
highly attenuated along the azimuthal direction, while surface 
waves experiment a low attenuation rate along </> direction. In 
the surface field problem, the first pole corresponds to an Elliot 
type mode and its field contribution is more important as the 
coating thickness increases or the cylinder radius grows. Thus, 
the second mode contribution is bigger for a thin substrate and 
a small cylinder. 
A numerical procedure is implemented to find the first 
mode TI, i.e. DW{T\) = 0, which is necessary if a constant 
surface impedance is required. Initially, the first uncoupled 
TE mode is determined by calculating the first root of 
W/,(T) — qe(T~)W2(T) = 0, and by using as initial guess 
the first zero of the first derivative of the Airy function 
Ai'tre-i2*/3) [20]. Then, the first root of (25) is found, with 
the initial guess corresponding to the uncoupled TE mode 
calculated previously. For the root searching the Newton-
Raphson's method is applied [20]. 
Fock-type integrals in (24) can be performed efficiently 
through numerical integration by deforming the integration 
path on the complex T-plane [13], as can be seen in Fig. 
2, and by using a Gauss quadrature. In the integral contour 
deformation, the value of rb must be large enough to guarantee 
that all poles are captured inside the integration contour. For 
all examples shown in section IV rb = 0.7k0b. 
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Fig. 2. Deformed integration path and pole location on the complex r-plane. 
IV. MUTUAL IMPEDANCE RESULTS AND DISCUSSION 
The geometry of two rectangular printed elements over a 
dielectric-coated grounded cylinder is shown in Fig. 3. The 
mutual coupling of these two patches can be evaluated through 
an EFIE-MoM formulation (Galerkin approach). Then, the 
MoM impedance matrix elements in spatial domain are given 
by 
Zji{4>ci zc) — Wj(<t>,z) 
S' Js 
• G£4>c + <j>-<j>',zc + z-z')- Ji{4>', z') dS'dS (27) 
where (</>c, zc) is the distance between patch centers and G¿ is, 
in this case, the asymptotic dyadic Green's functions in spatial 
domain expressed by means of (22). 
Fig. 3. Geometry of printed elements on a dielectric-coated PEC circular 
cylinder. 
To estimate the accuracy of the surface field asymptotic 
representation, we have calculated the mutual impedance be-
tween two identical tangential electric current modes located 
at the surface of a dielectric-coated cylinder. The electric 
current distribution is assumed to be sinusoidal along the 
direction of the current and constant in the perpendicular 
direction. Such choice of current distribution guarantees the 
convergence of the eigenfunction reference solution in (20) 
for large cylinders, even though it is very slow. Only the first 
ray mode contribution (/ = 0 and sign +) is necessary for the 
considered configurations. 
Results are shown in Fig. 4 for the real and imaginary 
parts of the mutual impedance for different current orientations 
and a angles, along a geodesic ray around the cylinder, by 
using two surface impedance approaches: the Debye's surface 
impedance formula in (17) and the constant surface impedance 
obtained through the same Debye's formula particularized with 
the first creeping wave mode v\. A very good agreement 
is met when the geodesic length s is above 1A0 for the 
Debye's approach case and above 2A0 for the constant surface 
impedance. 
Fig. 5 shows the amplitude of the mutual impedance be-
tween two ^-directed electric currents as a function of the 
geodesic ray angle a, for different distances s. Results for 
the other source and field orientations are similar. Here, the 
results obtained with the small-argument approximation of 
surface impedance in (18) are also included. The three surface 
impedance approaches are very accurate when s > 2A0, and 
they all fail in the vicinity of paraxial region (for a > 70°). 
Moreover, the non-corrected UTD result, which refers to the 
coated PEC case when Ap^ = Ap^ = Aes, i.e. without 
using the corrected TE surface impedance in (19), shows the 
importance of including these correction terms (only s = 3A0 
is shown). Their effect are associated with the torsion of rays 
along the cylinder that tend to vanish when a —> 0°, as 
observed in Fig. 5. 
Fig. 6 gives the amplitude of the mutual impedance between 
two ^-directed electric currents as a function of the dielectric 
thickness d, for a fixed geodesic ray angle a and length s. 
The Debye's approach losses accuracy for a dielectric thick-
ness greater than 0.15A0. The small-argument approximation 
remains accurate enough provided that the dielectric thickness 
d is lower than 0.1A0. The constant surface impedance fol-
lows the Debye's formula behavior up to 0.07A0; above this 
threshold the Elliot mode becomes very strong and other poles 
may move close to the real axis, whose contribution can not be 
neglected. The non-corrected solution becomes valid as d —> 0, 
where the PEC case is recovered. 
In addition, Fig. 7 shows the amplitude of the mutual 
impedance between two ^-directed electric currents as a 
function of the grounded cylinder radius a, for a fixed coating 
thickness d, geodesic ray angle a and length s. A large 
discrepancy is found between the non-corrected and the other 
surface impedance approaches, even though the correction 
terms were supposed to be neglected for a large cylinder radius 
p —> oo. One can conclude that such approximation is not 
valid and the correction factors are necessary even for very 
large cylinders. For the rest of surface impedance approaches, 
(a) Between two ^-directed electric currents, a = 40°. 
-Eigenfunction RefZ^) 
-Eigenfunctionlm(Z2l) 
-UTD - Debye's approach Re(Z ) 
-UTD - Debye's approach lm(Z,,) 
-UTD - Constant surf. imp. R e ( Z | • 
— UTD - Constant surf. imp. lm(Z ) 
4 5 5 
(b) Between a z- and a (/«-directed electric currents, a = 55° 
(c) Between two (/«-directed electric currents, a = 25°. 
Fig. 4. Mutual impedance between two electric currents on a dielectric-coated 
PEC circular cylinder as a function of s, with er = 2, / i r = 1, b = 5Ao, 
d = 0.07A0, W = O.lAo and L = 0.1A0. 
the error between the UTD and the eigenfunction solution is 
low. 
Finally, Fig. 8 shows the amplitude of the mutual impedance 
between two ^-directed electric currents as a function of the 
substrate relative permittivity er, for a thin coating d = 0.02A0 
and a fixed geodesic ray angle a and length s. The UTD 
solution with the three surface impedance approaches losses 
some accuracy as the relative permittivity grows, but this 
discrepancy is not very severe. As expected, the non-corrected 
case converges to the reference solution as er —> 1. 
V. CONCLUSION 
A novel UTD-IBC method was presented which allows the 
calculation of surface fields over a thin dielectric-coated PEC 
circular cylinder. The TM and TE surface impedances can be 
seen as a contribution of the different TM/TE creeping wave 
modes excited on the cylinder, which are coupled when the 
30 40 50 60 
a (degrees) 
Fig. 5. Mutual impedance between two (/«-directed electric currents on a 
dielectric-coated PEC circular cylinder as a function of a and for several 
distances s, with er = 2, / i r = 1, b = 5Ao, d = 0.05Ao, W = O.lAo and 
L = 0.1A0. 
Fig. 6. Mutual impedance between two (/«-directed electric currents on a 
dielectric-coated PEC circular cylinder as a function of d, with er = 2, 
Hr = l,b = 5A0, W = O.lAo, L = 0.1A0, s = 3A0 and a = 40°. 
surface ray angle is different from zero. If a dielectric layer 
is considered the TE surface impedance must be corrected 
for z4>'/(pz' and </></>' source and field orientations, due to the 
torsion of surface rays around the cylinder. In the case of a 
uniform IBC cylinder the torsion effects are not present. 
Three different surface impedance approaches are inves-
tigated, the so-called Debye's, small-argument and constant 
surface impedance approximation. First approach is the most 
accurate and is based on Debye's asymptotic approximation 
of Bessel functions, valid for thicknesses of substrate layer 
smaller than 0.15A0. A planar approximation yields a small-
argument expression valid for very large cylinders and coating 
thickness smaller than 0.1A0, and its importance lies in the 
simplicity of the obtained surface impedance. These two sur-
face impedance expressions depend on the spectral variables 
v and kz and are used inside Fock-type integrals in the UTD 
method. A constant surface impedance approach is obtained 
if v is particularized with the first creeping wave pole on 
the complex ¡/-plane (an Elliot mode in some cases), since 
kz depends only on the surface ray inclination. Even though 
the latter approach claims to be a surface impedance with a 
constant value (it only depends on the structure parameters), 
there is still the necessity for different TM and TE surface 
Eigenfunction 
UTD - Debye's approach 
UTD - Small argument 
UTD - Constant surf, imp 
UTD - Non-corrected 
Fig. 7. Mutual impedance between two ^-directed electric currents on a 
dielectric-coated PEC circular cylinder as a function of a, with er = 2, 
fj,r = l,d = 0.05A0, W = O.lAo, L = 0.1A0, s = 3A0 and a = 40°. 
Eigenfunction 
UTD - Debye's approach 
UTD - Small argument 
UTD - Constant surf. imp. 
UTD - Non-corrected 
Fig. 8. Mutual impedance between two (/«-directed electric currents on a 
dielectric-coated PEC circular cylinder as a function of er, with ¡xr = 1, 
b = 5A0, d = 0.02Ao, W = O.lAo, L = O.lAo, s = 3A0 and a = 40°. 
impedances. This approach is valid for thin dielectric coatings 
(thinner than 0.07A0), and its main drawback is the search of 
the root, which increases the computation time. 
Unlike the formulations in [12], [13], which apply the 
asymptotic expansion to vector potentials and involve higher-
order derivatives of Fock-type integrals to increase the pre-
cision, in the presented formulation there is not need to 
compute the latter functions which become complicated when 
a coating is present. Consequently, this approach is simpler 
and faster. The asymptotic Green's functions along with a 
MoM solver allow us to obtain mutual coupling of a circular 
cylindrical conformal array of patches or printed dipoles (the 
input impedance can be obtained through the eigenfunction 
solution). In order to extend this method for arbitrarily convex 
coated surfaces, it should be combined with the impedance 
sphere case, as shown in [7], but this issue needs to be 
investigated further. 
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